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632 633 

631 
632 633 634 

IMPORTANT: Consult 81K.1 Instruc tion Manual before  

erec ting, operating, se rvic ing and  dismantling  c rane. 

631 632 

3,640 lb 
1 650 kg 

3,090 lb 
1 400 kg 

631 

4,740 lb 
2 150 kg 

6,390 lb 
2 900 kg 

7,050 lb 
3 200 kg 

2,425 lb        2,980 lb 
1 100 kg       1 350  kg 

  3'-7" 

1.1 m 

3'-3" 

1.0 m 

8 1 K . 1 6t 

Fa st - E re c t i n g  Tower  C r a n e

L o a d - P l u s  

5,180 lb 
2 350 kg 

102  ft (31.0 m)  L M 1   L o a d - P l u s  

L o a d - P l u s  

l4,190 lb 
1 900 kg 

121  ft (37.0 m)  L M 1  

L o a d - P l u s  

3,750 lb 
1 700 kg 

138  ft (42.0 m)  L M 1  

148  ft (45.0 m)  L M 1  

157  ft (48.0 m)  L M 1    L o a d - P l u s  9'-10" (3.0 m) 

Hook min. position 

52'-10" 

16.1 m 

1 

Reynolds Crane 

Rental, RPO, Sales, A&D Iron Worker Crew, Certified Operators:
Amy Marten, 920-860-1488

Service, Parts, Annual Inspections:
Kevin Perkins, 608-516-2550



81 K . 1  

NOTE: Guying shown is fo r illustra tive  purposes o nly and  may  not indic ate   ac tual  c onnec tions  re quire d. See  81K.1 Instruc tio n Manual fo r more   info rmatio n. 

Configuration 11  

With six tower sec tions  

133 ft (40.4 m) hook  

height. 

Configuration 10  

With five tower sec tions  

125 ft (38.0 m) hook  

height. 

Configuration 9  

With fo ur tower sec tions  

117 ft (35.6 m) hook 

height. 

Configuration 8 

With three tower sec tions  

109 ft (33.2 m) hook  

height. 

Configuration 7  

With two tower sec tions  

101 ft (30.8 m) hook 

height. 

Configuration 6  

With one tower sec tion  

93 ft (28.4 m) hook  

height. 

81 K . 1  81 K . 1  81 K . 1  81 K . 1  81 K . 1  

MEC-MKT-1580  
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2,425 lb 2,980 lb 
1 100 kg 1 350 kg 

L o a d - P l u s  157  ft (48.0 m)  L M 1  8
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8 1 K . 1

Tower C o n f i g u rat i o n s



81 K . 1  81 K . 1  81 K . 1  81 K . 1  81 K . 1  

The  hig hly a d a p ta b le  81K.1 fast-erecting crane, with 11 ho o k he ig hts fo r a d d e d  fle xib ility a nd  

func tio na lity.  The  g ra p hic  o n this a nd  the  a d jo ining  p a g e  illustra te s the  11 to we r c o nfig ura tio ns, 

sta rting  with to we r fully re tra c te d  a nd  sup p o rte d  b y the  strut fo rks (Configuration 1), thre e  

inte rme d ia te  p o sitio ns sup p o rte d  b y the   strut fo rks (Configurations 2-4) a nd  with to we r c o mp le te ly 

e xte nd e d , sup p o rte d  b y the  a uto ma tic  to we r  lo c king  me c ha nism (Configuration 5). 

With to we r c o mp le te ly e xte nd e d , the  c ra ne  use r c a n a d d  up  to  6 to we r se c tio ns (so me  

re stric tio ns e xist).  Ele ve n to we r c o nfig ura tio ns p ro vid e  a  ho o k he ig ht ra ng e  o f 57 ft (17.4 m) 

to   133 ft (40.4  m). 

Configuration 5 

Automatic   

tower  

lo c king  

mec hanism 

Strut  
Fo rks (2) 

Strut  
Fo rks (2) 

Strut  
Fo rks (2) 

Strut  
Fo rks (2) 

Configuration 4 

With to we r a t 

inte rme d ia te   p o sitio n 

81 ft (24.6 m)  ho o k 

he ig ht. Re q uire s thre e   

a d d itio na l to we r 

se c tio ns. 

Configuration 3 

With to we r a t 

inte rme d ia te   p o sitio n 

73 ft (22.2 m)  ho o k 

he ig ht. Re q uire s two   

a d d itio na l to we r 

se c tio ns. 

Configuration 2 

With to we r a t 

inte rme d -  ia te  p o sitio n 

65 ft (19.8 m)  ho o k 

he ig ht. Re q uire s o ne   

a d d itio na l to we r 

se c tio n. 

Configuration 1 

MEC-MKT-1580  
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8 1 K . 1

Tower C o n f i g u rat i o n s

With to we r fully 

e xte nd e d   85 ft 

(26.0 m)  ho o k 

he ig ht. 

With to we r fully 

re tra c te d   57 ft 

(17.4 m)  ho o k 

he ig ht. 



Load- Plus* 
Hook Maximum ft 39 49 59 69 75 82 88 95 102 108 115 121 131 138 148 157 

Ra dius Capacity – Radius m 12.0 15.0 18.0 21.0 23.0 25.0 27.0 29.0 31.0 33.0 35.0 37.0 40.0 42.0 45.0 48.0 

157 ft 13,230 lb  - 39 ft lb  13,230 10,650 8,880 7,580 6,880 6,300 5,800 5,360 4,980 4,650 4,340 4,080 3,730 3,510 3,220 2,980 

48.0 m 6000kg - 12.0m kg 6 ,000 4, 830 4 ,030 3 ,440 3 ,120 2, 860 2 ,630 2, 430 2, 260 2 ,110 1 ,970 1 ,850 1, 690 1 ,590 1, 460 1, 350 

148 ft 13,230 lb  -  44 ft lb  13,230 11,820 9,920 8,530 7,780 7,140 6,590 6,110 5,690 5,310 4,980 4,700 4,300 4,060 3,750 

45.0 m 6000kg - 13.3m kg 6,000 5,360 4,500 3,870 3,530 3,240 2,990 2,770 2,580 2,410 2,260 2,130 1,950 1,840 1,700 

138 ft 13,230 lb  - 46 ft lb  13,230 12,430 10,380 8,880 8,090 7,430 6,830 4,520 5,890 5,510 5,160 4,850 4,430 4,190 

42.0 m 6000kg - 14.1m kg 6,000 5,640 4,710 4,030 3,670 3,370 3,100 2,870 2,670 2,500 2,340 2,200 2,010 1,900 

121 ft 
37.0 m 

102 ft 
31.0 m 

13,230 lb  - 50 ft 

6000kg - 15.1m 

13,230 lb  - 53 ft 
6000kg - 16.3m 

lb  
kg 

lb  
kg 

13,230 

6,000 

13,230 
6,000 

13,230 

6,000 

13,230 
6,000 

11,110 

5,040 

12,060 
5,470 

9,500 

4,310 

10,410 

4,720 

8,660 

3,930 

9,520 
4,320 

7,940 

3,600 

8,770 
3,980 

7,320 

3,320 

8,140 
3,690 

6,770 

3,070 

7,560 
3,430 

6,370 

2,860 

7,050 
3,200 

5,890 

2,670 

5,510 

2,500 

5,180 

2,350 

*Lo a d -Plus inc re a se s the  lifting  c a p a c ity b y up  to  20% with re stric tio ns inc lud ing  wind  sp e e d s, re d uc e d  d rive  sp e e d s a nd  sing le  func tio n o nly

o p e ra tio n. Lo a d  c urve  c ha ng e s with the  insta lla tio n o f six to we r se c tio ns. Ple a se  c o nsult the  81K.1 Op e ra tio ns Ma nua l fo r furthe r d e ta ils.

Hook  

Ra dius 

Maximum  

Capacity  - Radius 

148  ft    13,230 lb - 44 ft     lb  
45.0  m                                                                                                                                                                                                                                                                                                                                                                             6000kg - 13.3m    kg                                                                                                                                                                                                                                                                                         

ft 39 49 59 69 75 82 88 95 102 108 115 

m 12.0 15.0 18.0 21.0 23.0 25.0 27.0 29.0 31.0 33.0 35.0 

121 

37.0 

131 

40.0 

138 

42.0 

148 157 

45.0 48.0 

157  ft     13,230 lb - 39 ft 

  48.0 m                                                                                                                                                                                                                                                                                                                                                                                              6000kg - 12.0m  kg                                                                                                                                                                                                   

 l b      13,230  10,185    8,820 

 6,000       4,620     3,730 

6,860 6,150 5,780 5,070 4,650 4,280 3,970 3,680 3,420 3,110 2,910 2,650 2,425 

8 1 K . 1

R a d i u s  a n d  C a p a c i t i es  

LM 1  

MEC-MKT-1580  
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4 

3,110 2,790 2,530 2,300 2,110 1,940 1,800 1,670 1,550 1,410 1,320 1,200 1,100 

6,000 5,220 4,230 3,540 2,420 2,640 2,890 3,180 1,800 1,920 2,070 2,230 1,400 1,530 1,630 

6,000 5,570 4,520 3,790 2,590 2,820 3,090 3,410 1,930 2,070 2,220 2,400 1,650 1,750 

6,000 6,000 4,930 4,150 2,870 3,110 3,400 3,740 2,150 2,300 2,460 2,650 

6,000 6,000 5,370 4,520 3,130 3,400 3,710 4,080 2,900 

13,230 11,510 9,330 7,800 7,010 6,370 5,820 5,340 4,920 4,560 4,230 3,970 3,590 

13,230 12,280 9,960 8,360 7,520 6,810 6,220 5,710 5,290 4,894 4,560 4,250 3,860 

13,230 13,230 10,870 9,150 8,250 7,500 6,860 6,330 5,840 5,420 5,070 4,740 

3,370 

13,230 13,230 11,840 9,960 8,990 8,180 7,500 6,900 6,390 

3,640 

3,090 

138 ft 

121 ft 

102 ft 

42.0  m                                                                                                                                                                                                                                                                                                                                                                             6000kg – 14.1m   kg                                                                                                                                                                                                                                                                       

37.0  m                                                                                                                                                                                                                                                                                                                                                                             6000kg – 15.1m   kg                                                                                                                                                                                                                                   

31.0  m                                                                                                                                                                                                                                                                                                                                                                             6000kg – 16.3m   kg                                                                                                                                                                       

13,230 lb - 46 ft     lb  

  13,230 lb - 50 ft     lb  

13,230 lb - 53 ft     lb 



¹ Maximum 5  tower  sections  allowed  with  jib assemblies 102  ft (31.0 m) and 121  ft (37.0 m) when luffed  30° 

² Maximum 4  tower  sections  allowed  with  jib assemblies 138  ft (42.0 m) and  48  ft (45.0 m) when luffed  30° 

MEC-MKT-1580  02/ 06/ 17 

Hook Heights 

(31.7 m) 

(26.5 m) 

30 

127 ft  hook    radius 

(36.0 m) 

104 ft   hook  radius 

87 ft    hook    radius 

148  ft   jib assembly 
(38.6 m) (45.0 m) 

118  ft  hook   radius 138  ft   jib assembly 
(42.0 m) 

121 ft   jib assembly 
(37.0 m) 

102 ft   jib assembly 
(31.0 m) 

NOTE: 

-So me  c ra ne  c o nfig ura tio ns d o  no t a llo w 30° luffing .  

 (Se e  sta b ility se c tio n o f the  81K.1 Instruc tio n Ma nua l). 

- 30° luffing  is no t p o ssib le  with jib  a sse mb ly 157 ft (48.0 m).

The 30° jib position is a working position. 

Jib  Luffed  a t   30 ° 

Jib Assembly 87 ft 

26.5 m 
104 ft 

31.7 m 
118 ft 

36.0 m 
127ft 

38.6 m 

Hook  Heights 

1 
Fully Extended 

(0 tower sections) 

126 ft 

38.4 m 

136 ft 

41.4 m 

144 ft 

43.9 m 

149 ft 

45.4 m 

2 +1 Tower  Section 
134 ft 

40.8 m 

144 ft 

43.8 m 

152 ft 

46.3 m 

157 ft 

47.8 m 

3 +2 Tower  Sections 
142 ft 

43.2 m 

152 ft 

46.2 m 

160 ft 

48.7 m 

165 ft 

50.2 m 

4 +3 Tower  Sections 
150 ft 

45.6 m 

159 ft 

48.6 m 

168 ft 

51.1 m 

173 ft 

52.6 m 

5 +4 Tower  Sections 
157 ft 

48.0 m 

167 ft 

51.0 m 

176 ft 

53.5 m 

180 ft 

55.0 m 

6 +5 Tower  Sections 
165 ft 

50.4 m 

175 ft 

53.4 m 
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8 1 K . 1

J i b  L u f f e d  a t  30 °  

Inner  Tower Position 

Jib   Luffe d   a t 30° 

Maximum  

Capacity Radius 

ft 

m 

39 

12.0 

46 

14.0 

52 

16.0 

59 

18.0 

66 

20.0 

72 

22.0 

82 

25.0 

87 

26.5 

92 

28.0 

98 

30.0 

104 

31.7 

108 

33.0 

115 

35.0 

118 

36.0 

121 

37.0 

127 

38.6 

148 ft 

45.0 m² 

6,615 lb -  52 ft 

3 000 kg  -  15.8 m 

lb 

kg 

6,615 

3 000 

6,615 

3 000 

6,548 

2 970 

6,020 

2 730 

5,555 

2 520 

5,160 

2 340 

4,630 

2 100 

4,410 

2 000 

4,190 

1 900 

3,945 

1 790 

3,750 

1 700 

3,615 

1 640 

3,415 

1 550 

3,305 

1 500 

3,220 

1 460 

3,085 

1 400 

138 ft 

42.0 m² 

6,615 lb -  58 ft 

3 000 kg  -  17.7 m 

lb 

kg 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,525 

2 960 

6,040 

2 740 

5,600 

2 540 

5,050 

2 290 

4,810 

2 180 

4,585 

2 080 

4,320 

1 960 

4,100 

1 860 

3,945 

1 790 

3,750 

1 700 

3,640 

1 650 

121 ft 

37.0 m¹ 

6,615 lb -  70 ft 

3 000 kg  -  21.2 m 

lb 

kg 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,415 

2 910 

5,800 

2 630 

5,530 

2 510 

5,290 

2 400 

4,980 

2 260 

4,740 

2 150 

102 ft 

31.0 m¹ 

6,615 lb -  83 ft 

3 000 kg  -  25.3 m 

lb 

kg 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,615 

3 000 

6,390 

2 900 
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Jib Tip Heights 

NOTE: 

Some c rane c onfigurations do not allow 45˚ luffing .  

(See  Stability sec tion o f the  81K.1 Instruc tio n Manual). 

52'-10" 

(16.1 m) 

(39.6 m) 
130 ft   tip radius 

(37.5 m) 
123 ft   tip radius 

(35.4 m) 
116 ft   tip radius 

(31.9 m) 
105 ft  tip  radius 

(27.8 m) 
91 ft    tip radius 

The 45° jib position is not a working position.  

The  ma nufa c ture r a d d e d  this fe a ture  a s a  

me a ns fo r  the  jib  to  b e  e le va te d  to  c le a r 

o b struc tio ns o n the   p ro je c t, suc h a s; tre e s, 

b uild ing s, p o we r line s, o the r  c ra ne s, e tc . a nd  

to allow the crane to rotate 360˚  when 
we a the rva ning . 

81 K . 1  

 157  ft   jib assembly 
(48.0 m) 

 148  ft   jib assembly 
(45.0 m) 

138 ft   jib assembly 
(42.0 m) 

121 ft   jib assembly 
(37.0 m) 

102 ft   jib assembly 
(31.0 m) 

Jib  Asse mb ly 
102 ft     121  ft 
31.0 m                       37.0 m 

138 ft 
42.0 m 45.0 m 48.0 m 

1 
Fully re tra c te d  

(0 tower sections) 

96 ft 

29.3 m 

110 ft 

33.4 m 

121 ft 

36.9 m 

128 ft 

39.0 m 

135 ft 

41.1 m 

2 
Po sitio n 1 

(+1 tower section) 

104 ft 

31.7 m 

117 ft 

35.8 m 

129 ft 

39.3 m 

136 ft 

41.4 m 

143 ft 

43.5 m 

3 
Po sitio n 2 

(+2 tower sections) 

112 ft 

34.1 m 

125 ft 

38.2 m 

137 ft 

41.7 m 

144 ft 

43.8 m 

151 ft 

45.9 m 

4 
Po sitio n 3 

(+3 tower sections) 

120 ft 

36.5 m 

133 ft 

40.6 m 

145 ft 

44.1 m 

152 ft 

46.2 m 

158 ft 

48.3 m 

5 
Fully extended 

(0 tower sections) 

124 ft 

37.9 m 

138 ft 

42.0 m 

149 ft 

45.5 m 

156 ft 

47.6 m 

163 ft 

49.7 m 

6 1 Tower section 
132 ft 

40.3 m 

146 ft 

44.4 m 

157 ft 

47.9 m 

164 ft 

50.0 m 

171 ft 

52.1 m 

7 2 Tower sections 
140 ft 

42.7 m 

154 ft 

46.8 m 

165 ft 

50.3 m 

172 ft 

52.4 m 

179 ft 

54.5 m 

8 3 Tower sections 
148 ft 

45.1 m 

161 ft 

49.2 m 

173 ft 

52.7 m 

180 ft 

54.8 m 

187 ft 

56.9 m 

9 4 Tower sections 
156 ft 

47.5 m 

169 ft 

51.6 m 

181 ft 

55.1 m 

188 ft 

57.2 m 

195 ft 

59.3 m 

10 5 Tower sections 
164 ft 

49.9 m 

177 ft 

54.0 m 

189 ft 

57.5 m 
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J i b  T i p  C l e a ra n c e s  a t  45 °  

Inner Tower Position Jib Tip Heights 

Jib Luffed at 45° 

148ft   157ft 
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m -10.0 

ft 33 

-5.0 

16 

0 

0 

5.0 

16 

10.0 

33 

15.0 

49 

20.0 

66 

25.0 

82 

30.0 

98 

35.0 

115 

40.0 

131 

45.0 

148 

50.0 

164 

ft  

180 

164 

148 

131 

115 

98 

82 

66 

49 

33 

16 

0 

m 

55.0 

50.0 

45.0 

40.0 

35.0 

30.0 

25.0 

20.0 

15.0 

10.0 

5.0 

0 

Standard erec ting c urves fro m 0 to  6 tower  se c tio ns. 

Elevated erec ting c urve (+14'-8") using  the  example o f 6 tower  se c tio ns. 

3  Erec ting  c urve  157 ft (48.0 m) ra d ius. 

IMPORTANT: Consult 81K.1 Instruc tion Manual before  

erec ting, operating, se rvic ing and  dismantling  c rane. 

81 K . 1  
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E re c t i n g  C l e a ra n c e s



11'-6" (3.5 m) 

9'-0" (2.75 m) 

14 bloc ks =  77,160 lb   (35 000 kg) 

16 bloc ks =  88,184 lb  (40 000 kg)* 

18 bloc ks =  99,208 lb  (45 000 kg) 

Co unte rwe ight Type  Co unte rwe ight We ight Swing  Radius Quantity +  To ta l We ight 

Conc rete Bloc k 5,512 lb  (2 500kg ) 

*Ce rtain c onfigurations re quire  up to 18 c ounterweight b lo c ks, and in some cases a lso  re quire  c entral ballast. Co nsult the 81K.1 Ope rations Manual fo r the

spec ific  requirements based  on the  applicable  c onfiguration. 

r =  11'-6" 

r = 3.5 m 

1
5

'-
6

" 

4
.7

2
 m

 

5
'-

3
" 

1
.6

 m
 

2
0

'-
9

" 

6
.3

2
 m

 

8 1 K . 1  

Swing Radius: 11'-6" (3.5 m)  

14 c ounterweight bloc ks weigh  

77,160 lb  (35 000 kg) 

MEC-MKT-1580  
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r =  9'-0" 

r = 2.75 m 

1
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'-
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9
 m

 

5
'-

3
" 

1
.6

 m
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'-
0
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8 1 K . 1  

Swing Radius: 9'-0" (2.75 m) 

16 c ounterweight blo c ks* 

weigh 88,184 lb  (40 000 kg) 

8 

8 1 K . 1

C o u n te r w e i g ht  a n d  C l e a ra n c e s



5'-0" 

1.5 m 

12'-0" 

3.66 m 

17'-0" 

5.2 m 

4
'-

0
"  

1
.2

2
 

m
 

1
3

'-

5
" 

4
.0

9
 

m
 

1
0

" 

0
.2

5
 

m
 

38'-5" 

11.73 m 

8'-6" 

2.6 m 

52'-0" 

81 K.1  

Tra n s p o r te r  

15.85 m 

King  pin towing assembly - double  axle  

52,840 lb (23,960 kg) 

r = 11'-6" 

r = 3.5 m 

1
4

'-

9
"  4
.5

 

m
 

14'-9" 

4.5 m 

r =  9'-0" 

r = 2.75 m 

Counterweight 

1
4

'-

9
"  4
.5

 

m
 

14'-9" 

4.5 m 

MEC-MKT-1580  
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 Counterweight 

9 

8 1 K . 1

S w i n g  R a d i u s



D r i v e  I n f o r m at i o n

P o w e r  R e q u i re m e nt s

Power supply: 3-phase  480 V,  60 Hz; 3-wire  p lus ground; no  Ne utra l; 

480 V  phase-phase , 277 V  each  phase  to  ground with 120˚ phase  shift between phases; 

Service size: 60 Amperes 

NOTES: 

1. Fo r elec tric   power  provided by  an  elec tric   utility, do  not use  open  Delta tra nsfo rme rs.

2. Fo r elec tric   power  provided by  a  generator, the  minimum generator size  required is 50kW. Verify the  generator  provided

is suitable  fo r use  with variable  frequenc y  drives (VFDs). A  properly size d generator is c ritic al to  the  safe  operation o f    the  c rane. 

Spec ific ations subjec t  to  change  without prio r notic e . Fo r additional info rmatio n, contact   MORROW. 

Drive Unit (VFD) Horsepower Kilowatts Speed 

Tro lle y 4 3 0 - 197 ft/ min 0 - 60 m/ min 

Swing 6.7 5 0.8 rpm 

Luffing  4 3 0° - 45° in 110 sec s. 

Hoist Drive WiW 210 MZ 406 2-Part Line 

20 hp (15 kW) AC ho ist unit  

Variable frequenc y drive  (VFD)  

Single -speed gearbox 

Speed Capacity Hook Speed Capacity Hook Speed 

1 
13,230 lb  

880 lb  

@  42 ft/ min 

@  250 ft/ min 

6 000 kg 

400 kg 

@  12.7 m/min 

@  76.1 m/min 
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H oi st  S p e e d  a n d  C a p a c i t y



C o m p o n e nts  

NOTE: Weights and dime nsio ns are approximate. Sc ale c omponents before lifting . Co nsult 81K.1 Instruc tio n Manual before erec ting, operating,  

se rvic ing and dismantling c rane. 

Spec ific ations are subjec t to change without prio r notic e . Drawings shown in this datasheet are fo r illustra tive  purposes only. Refer to the 81K.1  

Instruc tio n Manual. Fo r additional info rmatio n, contact  MORROW. All rights  reserved. 

De sc riptio n 

Tower Sec tion 

with c limbing support 
8'-2" x 3'-7" x 3'-7" 

2.50 m  x 1.10 m  x 1.10 m 

1,320 lb  

600 kg 

1,100 lb  

500 kg 

700 lb  

320 kg 

350 lb  

160 kg 

8'-2" x 3'-7" x 3'-7" 

2.50 m  x 1.10 m  x 1.10 m 

20'-4" x 2'-10" x 2'-9" 

6.20 m  x 0.87 m  x 0.84 m 

17'-1" x 2'-10" x 2'-6" 

5.20 m  x 0.87 m  x 0.76 m 

Tower Sec tion 

without c limbing support 

Jib Extensio n 631 

102 ft to 121 ft radius 

Jib Extensio n 632 

121 ft to 138 ft radius 

Dime nsio ns 
L x W x H 

Wt. 

Jib Extensio n 633 

138 ft to 148 ft radius 

Jib Extensio n 634 

148 ft to 157 ft radius 

10'-2" x 2'-10" x 2'-0" 

3.10 m  x 0.87 m  x 0.61 m 

175 lb  

80 kg 

13'-6" x 2'-10" x 2'-1" 

4.10 m  x 0.87 m  x 0.62 m 

187 lb  

85 kg 

6,100 lb  

2 770 kg 

5,512 lb  

2 500 kg 

17'-4" x 8'-6" x 3'-3" 

5.28 m  x 2.59 m  x 0.99 m 

13'-2" x 4'-6" x 1'-7" 

4.00 m  x 1.36 m  x 0.48 m 

Road Axle  

Tandem Axle 

Counterweigh t  
each 
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LOCAL SUPPORT BY REYNOLDS CRANE:

Locations: Milwaukee, WI • DeForest, WI • Coming Soon: Minneapolis, MN
Stocked Parts and Service Bays: DeForest, WI
Rental, RPO, Sales, A&D Iron Worker Crew, Certified Operators: Amy Marten, 920-860-1488
Service, Parts, Annual Inspections: Kevin Perkins, 608-516-2550
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