Rentals / Purchases Include:
Roof and Base Platform

PROGRAMMABLE FLOORS
for increased efficiency

REYNOLDS
TOWER & HOIST

0ISTS

TECHNICAL SPECIFICATIONS

CA PAC ITY

Platform length

16m(5 3)
32m(10 -6" or12 9)

1,800 kg (3,968 Ibs)
12*’24 m*’mm (39;‘79 fpm)

Platform width

Max pay!oad capaaty
Speed (TP/MH mode)

First anchor position ."3 m (1 0 )
Max. lifting height tied * 200 m (656)
Tie distance 10m (26'- 33

ELECTRICAL DATA

480V, 3 phase
‘Control v voltage frequency ."60 Hz
Power supply fuses TP/MH mode) 40A

5% 6 xmm?/

Power cable {TP/MH mode) 5><6+ 10>:l xmm?

& Other hﬂmg hﬂght on request uependr:m on payioad

SAFETY EQUIPMENT:

« Overload sensing device

« Alimak safety device

« Unique self leveling device

« PLC, VFC, Encoder

« Possibility to lower platform at power

Complies with ANSI A92.10 & harmonized standards
EN 16719 - Transport Platform Mode
EN 12158-1- Material Mode

JLDS:

Full Turn-key A&D, or we can supply an Assembly Tech for your crew to A&D:
« Dedicated account manager to support hoist placement and jobsite logistics

-Above information for reference only -

RENT - PURCHASE - RPO - AGD SERVICE - GENUINE PARTS - SERVICE
For More Information: Amy Marten — Amarten@ReynoldsCrane.com — 920-860-1488



